User manual - ErgoPerfect® EP-160T

User manual — ErgoPerfect® EP-160T height adjustable {able

Congratulations! You are now the owner of the new ErgoPerfect® EP-160T height adjustable table!

This new, modern, electricatly-controlled, height adjustable table, is designed for use in office or industrial assembly
environments. The table is intended for use as a height adjustable work station. FThe height adjustment function makes it
possible to vary working posture, bringing ergonomic improvements to the workplace.

We recommend that you read the user manual carefully before using the table. Please note: Prohibitions, warnings and

good advice on ergonomics! The user manual should be kept with the table!

How the table works

The height adjustment function works by means of an electric spindle motor. The spindle is activated by a control box,
which is connected to a service panel. The control box has an overload protection device that ensures that the up/down
function is cut off if the table is overloaded.

Instructions for use

The height adjustment function can only be activated from the control pancl that is fitted to the underside of the table
top. The panel has two buttons, The table will move as long as pressure is applied to one of the buttons.

The table has no on/off switch and can only be switched off at the mains contact.

Take care when adjusting table height (danger of crushing).
In case of malfunction or similar, see the Troubleshooting Guide in this manual.

Maintenance

The table is in principle maintenance-free. If necessary, all parts may be wiped with a slightly damp cloth and mild soapy
water. Internal parts may not be cleaned. Never use cleaning products on electrical parts. Never spray/apply oi to the
table lifting columns as this will damage the mechanism.

Assembly

The table should be assembled on a firm, plane floor. The table top can be levelled by adjusting the screws in the table
feet. Reset the lifting columns by adjusting the table to its lowest position. (Reset by pushing both buttons simultancously,
after which the table adjusts to its lowest position.) Raise the table so that there is space enough underneath to install the
cable tray.

The table is now ready for use.

Make sure that the table has been reset before fitting the cable tray. Please note: Always remove the cable tray before
resetting the table.

Transport

Before moving the table, always adjust to its Jowest position and disconnect electrical cables. Always remove the cable
tray before resetting the table. Assembly procedures must be repeated once the table is at its new location.

For transportation and storage the table can be dismantled, i.e. table top separated from the table frame. Please remember
to protect table frame and table top from scratches, etc, keep screws in a safe place!
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Technical specifications

Dimensions: length 1050mm and width 650mm.

Weight: 42 kg. (without table top).

Supply Voltage: 110V 6% / 60Hz

Standby-Consumption primary: 1.1W

Operating Voltage Electronics: 5VDC +5% 150mA

Hall Sensor Operating Voltage Electronics: 5VDC £10% [50mA

Ambient Temperature: ¢ - 35°C

Qperation Humidity: 5 — 85% (non condensing)

Storage Humidity: 5 - 90% (non condensing)

Protection Class: [

Mains Cable: 3 m

Load: Maximum lifting capacity 160 kg, (table top included), evenly distributed on taple top and frame
The table may be activated max. 2 minutes continuously or max. 6 minutes in one hour,

Declaration of conformity

We declare that the ErgoPerfect® EP-160T height adjustable table conforms to the foowing directives and other normally
applicable documents:

» European Council Directives 98/37/EF

+ European Courcil Directives 89/336/EQF (“the EMC Directive™} and subsequent amendments

» European Council Directives 73/23/ and subsequent amendments

With reference to the “Machinery Directive” (98/37/EF) we are obliged to state that:

* The height adjustable table is regarded as machinery.

+ The height adjustable table must not be put into use unless it is fitted and installed in accordance with the
instructions of this user manual.

Packing list

Pack A: Pack B: Pack C:
1 # table frame 2 # table lifling actuator 1 # cable tray
1 # stretcher 1 # control box 2 # locking pin
2 feet 1 # mains cable 8 # chipboard screws £4.5x16
6 # adjustable screws | # table control panel

6 # top nuts M10
12 # screws Mox10

4 # screws M8x16

8 # screws M6x20

4 # end plug 20x20
12 # chipboard screws ©4.5x60
4 # chipboard screws @4.5x16
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M.

12 # M6x10

Do not tighten the screws
until the stretcher in step 3
is placed correctly.

4 # M8x16
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